This car has been thoroughly checked in accordance with the 1,500 kmione month service.
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This car has been thoroughly checked in accordance with the
schedule on the reverse side of this coupon.
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12-14 Sevicnio

Under bonnet

-1 Check fluid levels: engine oil, brake, clutch, power steering, auto
trans, washer. Check coalant inhibitor %4 with tester and check
level (pressure test if lavel is low).

Check battery electrolyte and fluid level.

- Check for signs of deterioration andfor leaks fram engine, fuid
reservoirs, air ducts, all hoses and clamps.

Under car
- Check rear axle and auto trans for leaks.
4 Manual transmission. Check for leaks.

- Inspect tyres for irregular wear or damage, check for damaged
wheels. Check air pressures.

- Checkallbrake and fuel lines and hoses for condition, attachrment
and routeing.

- Inspect fromt and rear suspension and steering system for
damaged, loose or missing parts, signs of wear or lack of
lubrication. Inspect power steering lines and hoses for condition,
attachmeant and routeing leaks, etc. Check condition of all rubber
boots and covers.

- Inspect exhaust system and adjacent underbody. Look for
damaged, missing or out-of-position parts. open seams, holes or
loose connections.

1 Check carbon canister for leaks or restrictions.

Car interior

4 Reset "Service Due" light.

Car exterior

4 Check operation of all exterior lights.

Road test

4 Check for braking, steering, engine response and transmission
operation. Check operation of cruise control. Check park lock
operation, Check A/C performance. Check neutral start switch.

Refer to LPG supplement for additional servicing if LPG is fitted.



servione 1215

10,000 km Service Coupon

| authorise performance of the services specified on this coupon. |
understand that | will be charged for the time, parts and lubricants,
as listed:

= 0.5 hours labour
= engine oil and engine cil filker

Additional services performad: ...

Refer to LPG supplement for additional servicing if LPG is fitted,
There will also be a charge for additional services as requested:
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E @ : sanvice please complete the change notice at the introduction of this
= E i Handbook.
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g i Under bonnet
O {1 Change engine oil and engine oil filter.
% % 2 Check fluid levels: brake, power steering, clutch, auto trans,
E a i : washer. Check coolant inhibitor % with tester and check level
= : {pressure test if level is low).
@ : ) )
bl : 1 Check battery electralyte and fluid level.
o m 8 :
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5 eW i Under car
= EB o
_E % a o I Check rear axle and auto trans for leaks.
E ol o ,
m o O ] _ Inspect tyres for irregular wear or damage, check for damaged

Servicing Dealer .. ..o s

wheels. Check air pressuraes.
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Inspect sunroof drain holes for blockage.

Car interior
4 Check park brake operation.

10,000km
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2 Reset "Service Due" light,
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12-16 servicie

Car exterior

4 Check operation of all exterior lights.
< Check transmilter range of security system.

Road test

- Check for braking, steering, engine response and transmission
operation. Check operation of cruise control. Check park lock
operation. Check A/C performance. Check neutral start switch,



servicna 12-17

20,000 km Service Coupon

| authorise performance of the services specified on this coupon. |
understand that | will be charged for the time, parts and lubricants,
as listed:

= (.8 hours labour
= engine oil and engine oil filter

Additional services performed: ..,

Aefer to LPG supplement for additional servicing it LPG is fitled.
There will also be a charge for additional services as requested:
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= 2 NOTE - If the owner/driver of this car has changed since the last
= e senvice please complete the change notice at the introduction of
5 o this Handbook

Under bonnet
4 Change engine oil and engine oil filter.

2 Check fluid levels: brake, cluich, power steering, auto trans,
washer. Check coolant inhibitor % with tester and check level
(pressure test if level is low).

2 Check battery electralyte and fluid level.

Check for signs of deterioration and/or leaks from engine, fluid
reservoirs, air ducts, all hoses and clamps.

Brake fluid changed: YES/NO
Date of SEMICE e

Coolant changed: YES/MNO

Sorvicing: Dealer i s dniaiiaiiaanaaiisea
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Under car
4 Check rear axle and auto trans for leaks.

20,000km
Service
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2 Manual transmission. Check for leaks.
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12-18 stificna

Under car cont.

- Inspect front and rear disc pads for wear and discs for surface
condition, Rotate wheels.

- Inspect tyres for irregular wear or damage, check for damaged
wheels. Check air pressures.

-1 Check all brake and fuel lines and hoses for condition, atlachment
and routeing.

- Inspect front and rear suspension and steering system for
damaged, loose or missing parls, signs of wear or lack of
lubrication. Inspect power steering lines and hoses for condition,
attachment and routeing leaks, elc. Check condition of all rubber
boots and covers,

- Inspect exhaust system and adjacent underbody. Look for
damaged, missing or out-of-position parts, open seams, holes or
loose connections,

- Inspact CV joint for damaged or torn boot.
- Inspect sunroof drain holes for blockage.

Car interior
- Check park brake operation.

- Seat beltinspection. Check webbing condition, buckle aperation
and retractor mechanism operation.

I Reset "Service Due" light.

Car exterior

- Check operation of all exterior lights.

- Lubricate hood cafch, door hinges and all lock cylinders.
- Check transmitter range of security systemn,

Road test

-1 Check for braking, steering, engine response and transmission
operation. Check operation of cruise control. Check park lock
operation. Check A/C performance. Check neutral start switch,
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Brake fluid changed: YES/MNO
Coolant changed: YES/ND
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30,000 km Service Coupon

| authorise performance of the services specified on this coupon. |
understand that | will be charged for the time, parts and lubricants,
as listed:

= 0.6 hours labour
= engine cil and engine oil filter

Refer to LPG supplement for additional servicing if LPG is fitted.
Thara will also be a charge for additional services as requested:

MOTE : If the owner/driver of this car has changed since the |ast
service please complele the change notice at the introduction of

Under bonnet
4 Change engine oil and engine il filter.

4 Check fluid levels: brake, clutch, power steering, auto trans,
washer. Check coolant inhibitor % with tester and check level
{pressure test if level is low),

Check battery electrolyte and fluid level.

Check for signs of deterioration and/or leaks from engine, fluid
reservoirs, air ducts, all hoses and clamps.

Under car
1 Check rear axle and auto trans for leaks.
2 Manual transmission, Check for leaks.

_ Inspect front and rear disc pads for wear and discs for surface
coendition. Rotate wheels.

2 Inspect tyres for iregular wear or damage, check for damaged
wheels, Check air pressures.
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Under car cont.

4 Check all brake and fuel lines and hoses for condition, attachment
and routeing.

< Inspect front and rear suspension and steering system for
damaged, loogse or missing parts, signs of wear or lack of
lubrication. Inspect power steering lines and hoses for condition,
attachment and routeing leaks, etc. Check condition of all rubber
boots and covears.

- Inspect exhaust system and adjacent underbody. Look for
damaged, missing or out-of-position parts, open seams, holes or
loose connections,

Inspect CV joint for damaged or torn boot,
- Clean and lubricate auto trans shift linkage.
Inspect sunroof drain holes for blockage.

Car interior
J Check park brake operation.
J Reset "Service Due" light.

Car exterior

- Check operation of all exterior lights.
- Check transmitter range of security system.

Road test

- Check for braking, steering, engine response and transmission
operation, Check operation of cruise control. Check park lock
operation. Check A/C performance, Check neutral start switch,



Additional services performad: ..o

Servicing DeaIEr i s

Clutch fluid changed YES/ND

Erake fluid changed: YES/MNO
Coolant changed: YESING

40,000km

LOdometer

Date of Senics .o

Service

Validation

VIV i i e o P 8 S A B S SRR R R B A

e 1oe]
40,000 km Service Coupon

| authorise performance of the services specified on this coupon, |
understand that | will be charged for the time, parts and lubricants,

as listed: ] )
= 1.4 hours labour for V& engine; 1.1 hours for V8 engine

= engine oil and engine oil filter

= air cleanar elemeant

= spark plugs (if car fitted with V& engine)

= fuel filter

= if brake fluid changed add 0.4 hours plus brake fluid
= if clutch fluid changed add 0.2 hours plus brake fluid

Refer to LPG supplement for additional servicing if LPG is fitted.
There will also be a charge for additional services as requested:

SHONARUTE. c.ocveism e enrmnrenrmreaneises sissssasnasna Date .o

MOTE : If the owner/driver of this car has changed since the |ast

thizs Handbook.

Under bonnet
-4 Change engine oil and engine oil filter.

4 Check fluid levels: brake, clutch, power steering, auto frans,
washer. Check coolant inhibitor % with tester and check level
{pressure test if level is low),

Check battery electrolyte and fluid level.

1 Check for signs of deterioration andf/or leaks from engine, fluid
reservoirs, air ducts, all hoses and clamps.

Replace engine air cleaner element.
J (V& engines) Replace spark plugs.

7 Brake fluid. Change at 2 years (regardless of km)
Drain, refil and bleed brake system. Check brake performance
when road testing,

7 Clutch fluid. Change at 2 years (regardless of kmj
Drain, refill and bleed clutch system. Check clutch performance
when road testing.
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Under car

J Replace fuel filter and retainar,

Check rear axle ol level,

Check rear axle and auto trans for leaks.
Manual transmission. Check for leaks,

Inspect front and rear disc pads for wear and discs for surface
condition. Rotate wheels.

Parking brake - check linings and drums for wear.

Inspect tyres for irregular wear or damage, check for damaged

wheels. Check air pressures.

- Check all brake and fuel lines and hosas for condition, attachment
and routeing.

- Inspect front and rear suspension and steering system for

damaged, loose of missing parts, signs of wear or lack of

lubrication. Inspect power steering lines and hoses for condition,

attachment and routeing leaks, etc. Check condition of all rubber
boots and covers,

4 Inspect exhaust system and adjacent underbody. Look for
damaged, missing or out-of-position parts, open seams, holes or
loose connections,

4 Inspect CV joint for damaged or torn boot,
4 Inspect A/C drain tubes for blockage.
4 Inspect sunroof drain holes for blockage.

OO0 L
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Car interior
- Check park brake operation.

-1 Seat belt inspection. Check webbing condition, buckle operation
and retractor mechanism operation.

I Reset "Service Due" light.

Car exterior

4 Check operation of all exterior lights.

4 Lubricate hood catch, door hinges and all lock cylinders,
4 Check transmitter range of security system.

Road test

4 Check tfor braking, steering, engine response and transmission
operation. Check operation of cruise control, Check park lock
operation. Check A/C performance. Check neutral start switch.



Additional services parfarmed; ..o

Sanvicing: Dealer: s n s dnilistat

Clutch fluid changed YES/NOD

Erake fluid changed:; YES/MNO
Coolant changed: YES/MNO
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SERviciNG 12-23
50,000 km Service Coupon

| authorise performance of the services specified on this coupon. |
understand that | will be charged for the time, parts and lubricants,
as listed:

= 0.7 hours

= engine cil and engine ail filter

= if brake fluid changed add 0.4 hours plus brake fluid
= if clutch fluid changed add 0.2 hours plus brake fluid

= if engine coolant changed add 0.4 hours plus coolant
plus (for V& engines only) coolant pellets

Refer to LPG supplement for additional servicing if LPG is fitted.
There will also be a charge for additional services as requesied:

SIONAIUNE L. ivanrasssonson erarestos ot vites vasvasnasi Date ...

NOTE : If the owner/driver of this car has changed since the |ast
service please complete the change notice at the introduction of
thizs Handbook,

Under bonnet
4 Change engine oil and engine oil filter.

- Check fluid levels: brake, clutch, power steerng, auto trans,
washer. Check coolant inhibitor % with tester and check level
{pressure test if lavel is low).

4 Check battery electrolyte and fluid lewvel,

_ Engine accessory drive belts. Check length indicator and bell
condition.

1 Check for signs of deterioration andfor leaks from engine, fluid
resenvoirs, air ducts, all hoses and clamps.

{Supercharger) Check supercharger oil level

(.

-

Brake fluid. Change at 2 years {regardless of kmj
Drain, refill and bleed brake system. Check brake performance
when road testing.
7 Cluteh fluid. Change at 2 years (regardless of km)
Drrain, refill and bleed clutch system, Check clutch performance
when road testing.
7 Enging Coolant.
VG engines: Change at 2.5 years (regardless of km)
V8 engines: Change at 5 years
Drain and refill cooling system (with recommended coolant).
Clean outside of the radiator and A/C condensar.
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Under car
< Check rear axle and auto trans for leaks.
4 Manual transmission. Check for leaks.

- Inspect front and rear disc pads for wear and discs for surface
condition. Aotate wheels.

< Inzpect tyres for irregular wear or damage, check for damaged
wheels. Check air pressures.

4 Check all brake and fuel lines and hoses for condition, attachment
and routeing.

- Inspect front and rear suspension and steering systam for
damaged, loose or missing parts, signs of wear or lack of
lubrication. Inspect power steering lines and hoses for condition,
attachment and routeing leaks, etc. Check condition of all rubber
boots and covers.

- Inspect exhaust system and adjacent underbody. Look for
damaged, missing or out-of-position parts, open seams, holes or
loose connections.

- Inspect CV joint for damaged or torn boot,

L

Check carbon canister for leaks or restrictions.
- Inspect sunroof drain holes for blockage.

Car interior
- Chack park brake operation.
- Reset *Service Due" light.

Car exterior
- Check operation of all exterior lights.
4 Check transmitter range of security system.

Road test

-1 Check for braking, steering, engine response and transmission
operation. Check operation of cruise control. Check park lock
cperation. Check A/C perfarmance. Check neutral start switch.



Additional services performed: ...
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strvicing 1229
60,000 km Service Coupon

| authorise perfarmance of the services specified on this coupon. |
understand that | will be charged for the time, parts and lubricants,
as listed:

= 0.8 hours

= engine oil and engine ail filter

= if brake fluid changed add 0.4 hours plus brake fluid

= if clutch fluid changed add 0.2 hours plus brake fluid

=il engine coolant changed add 0.4 hours plus coclant
plus (for V& engines only) coolant pellets

Refer to LPG supplement for additional servicing if LPG is fitted.
There will also be a charge for additional services as reguested:

NOTE : If the owner/driver of this car has changed since the |ast
service please complete the change notice at the introduction of
thizs Handbook,

Clutch fluid changed YES/MNO
L (o gl =T

Under bonnet
1 Change engine cil and engine oil filter.

1 Check fluid levels: brake, clutch, power steering, auto trans,
washar. Check coolant inhibitar %2 with tester and check level
ipressure test il level is law).

2 Check batiery electrolyte and fluid level.

4 Check for signs of deterioration andfor leaks from engine, fluid
reservairs, air ducts, all hosaes and clamps.

Brake fluid. Change at 2 years (regardless of km)

Drain, refill and bleed brake system. Check brake performance
when road festing.

Clutch fluid, Change at 2 years {regardless of km)

Drain, refill and bleed clutch system. Check clutch performance
when road testing.

T Engine Coolant.
V& engines: Change at 2.5 years (regardless of km)
VB engines: Change at 5 years
Drain and refill cooling system {with recommended coolant).
Clean oulside of the radiator and AC condensor.

T e e S S
E|

Brake fluid changed: YES/NO
Date of ServiCe ..o

Coolant changed: YESMNO

5
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60,000km
Service
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Under car

|

Check rear axle and auto trans for leaks.

4 Manual transmission. Check for lzaks.

4 Inspect front and rear disc pads for wear and discs for surface
condition. Rotate wheels.

- Inspect tyres for irregular wear or damage, check for damaged
wheels. Check air pressures.

-1 Check allbrake and fuel lines and hoses for condition, attachment
and routeing.

- Inspect front and rear suspension and steering system for
damaged, loose or missing pars, signs of wear or lack of
lubrication. Inspect power steering lines and hoses for condition,
attachment and routeing leaks. etc, Check condition of all rubber
boots and covers.

< Inspect exhaust system and adjacent underbody, Look for
damaged, missing or out-of-position parls, open seams, holes or
loose connections.

4 Inspect GV joint for damaged or torn boot.

- Inspect sunroof drain holes for blockage.

Car interior

4 Check park brake operation.

- Seat beltinspection. Check webbing condition, buckle operation
and retractor machanism operation.

1 Reset "Service Due”® light.

Car exterior

d
d
M |

Check operation of all exterior lights.
Lubricate hood catch, door hinges and all lock cylinders.
Check transmitter range of security system.

Road test

=

Check for braking, steering, engine response and transmission
operation. Check operation of eruise control, Check park lock
operation. Check A/C performanece. Check neutral start switch.



Additional services performed: ......coeieieeiennes

Clutch fluid changad YES/MNO
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Brake fluid changed: YES/MNO
Date of Samnvice ..o

Coolant changed: YES/MNO
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70,000km
Service
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70,000 km Service Coupon

| authorise performance of the services specified on this coupon. |
understand that | will be charged for the time, parts and lubricants,
as listed:

= 0.7 hours

= engine oil and engine cil filter

= if brake fluid changed add 0.4 hours plus brake fluid

= if clutch fluid changed add 0.2 hours plus brake fluid

= i engine coclant changed add 0.4 hours plus coolant
plus (for VE engines only) coolant pellets

Refer to LPG supplement for additional servicing if LPG is fitled.
There will also be a charge for additional services as requested:

S ma e e N Patessmma s

MNOTE : If the owner/driver of this car has changed since the last
service please complete the change notice at the introduction of
this Handbook,

Under bonnet

4 Change engine oil and engine oil filter.

4 Check fluid levels: brake, clutch, power steering, auto trans,
washer. Check coolant inhibitor % with tester and check level
(pressure test if level is low).

A Check battery electrolyte and fluid level.

- Engine accessory drive belts. Check length indicator and belt
condition.

4 Check for signs of deterioration and/or leaks from engine, fluid
reservoirs, air ducts, all hoses and clamps.

7 Brake fluid. Change at 2 years (regardless of km)
Drain, refil and bleed brake system. Check brake performance
when road testing.

7 Cluteh fluid, Change at 2 years [regardless of km)
Crrain, refill and bleed clutch system. Check clutch performance
when road testing.

7 Engine Coaolant,
V& engines: Change at 2.5 years (regardless of km)

V8 engines: Change at & years
Drain and refil cooling system (with recommended coolant).
Clean outside of the radiator and A/C condensar.
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Under car
J  Check rear axle and auto trans for leaks,
1 Manual transmission. Check for leaks.

- Inspect front and rear disc pads for wear and discs for surface
condition. Rotate wheels.

-1 Inspect tyres for irregular wear ar damage, check for damaged
wheels. Check air pressures.

- Check all brake and fuellines and hoses for condition, attachment
and routeing,

- Inspect front and rear suspension and steering system for
damaged, loose or missing parts, signs of wear or lack of
lubrication. Inspect power steering lines and hases for condition,
attachment and routeing leaks, etc. Check condition of all rubber
boots and covers,

4 Inspect exhlaugt system and adjacent underbody. Look for
damaged, missing or out-of-position parts, open seams, holes or
loose connections,

Inspect CV joint for damaged or torn boot,
Clean and |ubricate auto trans shift linkage.
Inspect sunroof drain holes for blockage.

Car interior
4 Check park brake operation,
- Reset "Service Due" light.

Car exterior
4 Check operation of all extericr lights.
A Check transmitter range of security system.

Road test

4 Check for braking, steering, engine response and transmission
operation. Check operation of cruise control. Check park lock
operation. Check A/C performance. Check neutral start switch.



Additional services parformed: ...covveveieeeees
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Cluteh fluid changed YES/MNO

Brake fluid changed: YES/ND
Coolant changed: YES/MNO

Y

80,000km

Odometer oo

Date of ServiCE ..o

Service
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80,000 km Service Coupon

| authorise performance of the services specified on this coupon. |
understand that | will be charged for the time, parts and lubricants,

as listed; .
* 1.4 hours for V& engine; 1.5 hours for VB engine

+ gngine ail and engine oil filter

+ air cleaner element

= fuel filter

* spark plugs

= if brake fluid changed add 0.4 hours plus brake fluid

= if clutch fluid changed add 0.2 hours plus brake fluid

= if engine coolant changed add 0.4 hours plus coclant

plus {for W& engines only) coolant pellels

Aefer to LPG supplement for additional servicing if LPG is fitted.
There will also be a charge for additional services as requested:

this Handbook,

Under bonnet
2 Change engine oil and engine oil filker.

1 Check fluid levels: brake, auto trans, clutch, power steering,
washer. Check coolant inhibitor & with tester and check level
(pressure test if level is low).

2 Check battery electrolyte and fluid level.

1 Check for signs of deterioration andfor leaks from angine, fluid
reservoirs, air ducts, all hoses and clamps.

J Replace engine air cleaner element.
J Replace spark plugs.

7 Brake fluid, Change at 2 years (regardless of km)
Drain, rafill and bleed brake system. Check brake performance

when road testing.

7 Clutch fluid. Change at 2 years (regardiess of km)
Drain, refill and bleed clutch system. Check clulch performance
when road testing.

7 Engine Coolant.
V& engines: Change at 2.5 years (regardless of km)

V3 engines: Change at 5 years
Drain and refill cooling system (with recommended coolant).
Clean outside of the radiator and A'C condensor.
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Under car

- Replace fuel filter and retainer.

Check rear axle oil level.

Check rear axle and auto trans for leaks.
Manual transmission. Check for leaks.

Inspect front and rear disc pads for wear and discs for surface
condition. Rotate wheels,

Parking brake - check linings and drums for weaar.

- Inspect tyres for irregular wear or damage, check for damaged
wheels. Check air pressures,

4 Check all brake and fuel lines and hoses for condition, attachment
and routeing.

- Inspect front and rear suspension and steering system for
damaged, loose or missing pars, signs of wear or lack of
lubrication. Inspect power steering lines and hoses for condition,
attachment and routeing leaks, etc. Check condition of all rubber
boots and covers.

- Inspect exhaust system and adjacent underbody. Look for
damaged, missing or cut-of-position parts, open seams, holes or
loose connections.

- Inspect CV joint for damaged or tarn boot.
4 Inspect A/C drain tubes for blockage.
4 Inspect sunrocf drain holes for blockage,

L L UL

Car interior
4 Check park brake operation.

- Seat belt inspection. Check webbing condition, buckle operation
and retractor mechanism cperation.

- Heset "Service Due" light.

Car exterior

4 Check operation of all exterior lights,

- Lubricate hood calch, door hinges and all lock eylinders.
4 Check transmitter range of security system.

Road test

4 Check for braking, steering. engine response and transmission
operation. Check eperation of cruise control. Check park lock
operaticn. Check A'C performance. Check neutral start switch.



Additional services performed: ...

Clutch fluid changed YES/NO
Chometeri s dibh s
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Brake fluid changed: YES/MNO
Date of Semnvice ...,

Coalant changed: YES/NG
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20,000km
Service
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90,000 km Service Coupon

| authorise performance of the services specified on this coupon. |
understand that | will be charged for the time, pars and lubricants,
as listed:

= 0.7 hours; add 0.1 for VB engine

= engine oil and engine oil filter

« if brake fluid changed add 0.4 hours plus brake fluid

+ if clutch fluid ehanged add 0.2 hours plus brake fluid

+ if engine coolant changed add 0.4 hours plus coolant
plus {for VB engines anly) coolant pellels

Refer to LPG supplement for additional servicing if LPG is fitted.
There will also be a charge for additional services as requested:

MNOTE : If the owner/driver of this car has changed since the last
service please complete the change notice at the introduction of
this Handbook.

Under bonnet
4 Change engine oil and engine oil filter,

4 Check fluid levels: brake, clutch, powar steering, auto trans,
washer. Check coolant inhibitar % with tester and check level
(pressure test if level is low),

4 Check battery electrolyte and fluid level,

1 Engine accessory drive belts. Check length indicator and belt
condition.

1 Check for signs of deterioration andfar leaks from engine, fluid
resenoirs, air ducts, all hoses and clamps.

T Brake fluid, Change at 2 years (regardless of km)
Drain, refill and bleed brake system. Check brake perfarmance
when road testing.

7 Clutch fluid. Change at 2 years (regardless of km)
Drain, refill and bleed clutch system. Check clutch performance
when road testing.

1 Engine Ceolant.
W& engines: Change at 2.5 years (regardless of km}

V8 engines: Change at 5 years
Drain and refill cooling system {with recommended coalant).
Clean outside of the radiator and AC condensor.
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Under car
A Check rear axle and auto trans for leaks.
4 Manual transmission, Check for leaks.

4 Inspect front and rear disc pads for wear and discs for surface
condition. Retate wheels.

4 Inspect tyres for irregular wear or damage, check for damaged
wheels, Check air pressures.

4 Check all brake and fuel lines and hoses for condition, attachment
and routging.

1 Inspect front and rear suspension and steering system for
damaged, loose or missing pars, signs of wear or lack of
lubrication. Inspect power steering lines and hoses for condition,
attachment and routeing leaks, etc. Check condition of all rubber
boots and covers.

1 Inspect exhaust system and adjacent underbody. Look for
damaged, missing or out-of-position parts, open seams, holes ar
loose connections.

d Inspect CV joint for damaged or tarn boaot,
Check carbon canister for leaks or restrictions.

L

4 Inspect sunraof drain holes for blockage.

Car interior
A Check park brake operation,
A Reset "Service Due" light.

Car exterior
4 Check operation of all exterior lights.
- Check transmitter range of security system.

Road test

2 Check for braking, steering, engine response and transmission
operation. Check operation of cruise contral. Check park lock
operation. Chack A/C perormance. Check neutral start switch.



Additicnal services performed: ...

Clutch fluid changed YES/MNO
CAOMEIBE e

Brake fluid changed: YES/MNO
Date of Service ...,

Coolant changed: YES/MNO
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serviene 1233
100,000 km Service Coupon

| authorise performance of the services specified on this coupon. |
understand that | will be charged for the time, parts and lubricants,
as listed:

* (.8 hours

= gngine oil and engine oil filter

o if brake fluid changed add 0.4 hours plus brake fluid

o if clutch fluid changed add 0.2 hours plus brake fluid

* it engine coolant changed add 0.4 hours plus coolant
plus (for V& engines only) coolant pellets

Refer to LPG supplement for additional servicing if LPG is fitted.
There will also be a charge for additional services as requested:

ENGNRRL e ey o s cdatas soes s e ey Date ..

NOTE : If the owner/driver of this car has changed since the last
service please complete the change notice at the introduction of
this Handbook.

Under bonnet
4 Change engine oil and engine oil filter,

I Check fluid levels: brake, clutch, power steering, auto trans.
washer, Check coolant inhibitor % with tester and check level
{pressure test if lavel is low).

4 Check battery electralyte and fluid level,

2 Check for signs of deterioration and/or leaks from engine, fluid
resenyoirs, air ducts, all hoses and clamps.

4 {Supercharger) Check supercharger oil level.

7 Brake fluid. Change at 2 years (regardless of km)
Drain, refill and bleed brake system. Check brake performance
when road testing.

A Clutch fluid, Change at 2 years (regardless of km)
Drain, refill and bleed clutch system. Check clutch performance
when road testing.

7 Engine Coolant,
V& engines: Change at 2.5 years (regardiess of km)
V8 engines: Change at 5 years
Drain and refill cooling system (with recommended coolant).
Clean outside of the radiator and A/C condensor.
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Under car
4 Check rear axle and auto trans for leaks.,
J Manual transmission. Check for leaks.

- Inspect front and rear disc pads for wear and discs for surface
condition. Rotate wheels.

- Inspect tyres for iregular wear or damage, check for damaged
wheels. Check air pressures,

4 Check all brake and fuel lines and hoses for condition, attachment
and routeing.

< Inspect front and rear suspension and steering system for
damaged, loose or missing parts, signs of wear or lack of
lubrication. Inspect power steering lines and hoses for condition,
attachment and routeing leaks, etc. Check condition of all rubber
boots and covers.

Jd Inspect exhaust systemn and adjacent underbody. Look for
damaged, missing or cut-of-position parts, open seams, hales or
loose connections.

4 Inspect CV joint for damaged or torn boot,
2 Inspect sunroof drain holes for blockage.

Car interior
1 Check park brake operation,

- Seat belt inspection. Check webbing condition, buckle operation
and retractor mechanism operation,

4 Reset “Service Due" light.

Car exterior

4 Check operation of all exterior lights.

2 Lubricate hood catch, door hinges and all lock cylinders,
1 Check transmitter range of security system.

Road test

- Check for braking, steering, engine response and transmission
operation. Check operation of cruise control. Check park lock
operation. Check A/C performance. Check neutral stant switch.



Additional services performed: ..
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110,000km
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Clutch fluid changed YES/NO

Erake fluid changed: YES/MNO
Caoolant changed: YES/NOG
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Date of Service ...

Service
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Stiene 12-35
110,000 km Service Coupon

| authorise performance of the services specified on this coupon. |
understand that | will be charged for the time, pars and lubricants,
as listed:
= 0.7 hours; add 0.3 for auto trans.
+ engine oil and engine oil filter
+ if auto trans filed: add auto trans strainer, gasket and
fluid
+ if brake fluid changed add 0.4 hours plus brake fluid
« if clutch fluid changed add 0.2 hours plus brake fluid
= if engine coolant changed add 0.4 hours plus coolant
plus {for V6 engines only) coolant pellets

Refer 1o LPG supplement for additional servicing if LPG is fitted.
There will also be a charge for additional services as requasted:

Signatlire ... s [

MNOTE : If the owner/driver of this car has changed since the last
sernvice please complete the change notice at the introduction of

this Handbook.

Under bonnet

4 Change engine oil and engine oil filtar,

4 Check fluid levels: brake, clutch, power steering, washer. Check
conlant inhibitor % with tester and check level (pressure test if
level is low).

4 Check battery electrolyte and fluid level,

4 Engine accessory drive belts. Check length indicator and belt
condition.

4 Check for signs of deterioration andfar leaks from engine, fluid
reservoirs, air ducts, all hoses and clamps.

T Brake iluid. Change at 2 years (regardless of km)
Drain, refill and bleed brake system. Check brake performance
when road testing.

T Clutch fluid, Shange at 2 years (regardless of km)
Drain, refill and bleed clutch system, Check clutch performance
when road testing.

71 Enging Coolant.
V& engines: Change at 2.5 years (regardless of km}

V8 engines: Change at 5 years
Drain and refill cooling system (with recommended coolant).
Clean outside of the radiator and A/C condensor,
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Under car
4 Check rear axle and auto trans for leaks.
Manual transmission. Check for leaks.

0
- Change auto trans fluid and strainer,
u

Inspect frant and rear disc pads for wear and discs for surface
condition. Rotate wheels.

L

Inspect tyres for irregular wear or damage, check for damaged
wheels. Check air pressures.

4 Check all brake and fugl lines and hoses for condition, attachment
and routeing.

- Inspect front and rear suspension and steering system for
damaged, loose or missing parls, signs of wear or lack of
lubrication. Inspect power steering lines and hoses for condition,
attachment and routeing leaks, ete. Check condition of all rubber
boots and covers.

- Inspect exhaust system and adjacent underbody. Look for
damaged, missing or out-of-position parts, open seams, holes or
loose connections.

Inspact CV joint for damaged or tom boot.
1 Clean and lubricate auto trans shift linkage.
Inspect sunroof drain holes for blockage.

Car interior
4 Check park brake operation.
4 Reset "Service Dug" light.

Car exterior
4 Check operation of all exterior lights,
4 Check transmitter range of security system.

Road test

4 Check for braking, steering, engineg response and transmission
operation. Check operation of cruise control, Check park lock
operation. Check A’C performance. Check neutral start switch.



Additional services performed: ..
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™ Brake fluid changed; YES/NO

Clutch fluid changed YES/MNO

Coolant changed: YES/NO

120,000km
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semicng 12-37
120,000 km Service Coupon

| authorise performance of the services specified on this coupen. |
understand that | will be charged for the time, parts and lubricants,
as listed:

* 1.5 hours for V& engine; 1.2 hours far V8 engine

= engine oil and engine oil filter

» gir cleaner element

« spark plugs (if car fitted with V& engine)

« fuel filter

« if brake fluid changed add 0.4 hours plus brake fluid

= if clutch fluid changed add 0.2 hours plus brake fluid

= if enging coolant changed add 0.4 hours plus coolant

plus (for V& engines only) coolant pellets

Refer to LPG supplement for additional servicing if LPG is fitted.
There will also be a charge for additional services as requestad:

=TT 1 = [T S PN Bate i

MOTE : If tha owner/driver of this car has changed since the last
service please complete the change notice at the introduction of
this Handbook,

Under bonnet
2 Change engine oil and engine oil filter,

2 Check fluid levels: brake, clutch, power steering, auto trans,
washer, Check coolant inhibitor % with tester and check level
(pressure test if level is low).

4 Cheack battery electrolyte and fluid level.

- Check for signs of deterioration andfor leaks from engine, fluid
reservoirs, air ducts, all hoses and clamps.

- Replace engine air cleanar elemant.
4 (V& engines) Replace spark plugs.

7 Brake fluid. Change at 2 years (regardless of km)
Drain, refill and bleed brake system. Check brake parformance
when road testing.

7 Clutch fluid. Change at 2 years (regardless of km)
Drain, refill and bleed clutch system. Check clutch performance
when road testing.

1 Engin oolant.
V& engines: Change at 2.5 years (regardless of km)
V8 engines: Change at 5 years
Drain and refill cooling system (with recommended coolant).
Clean outside of the radiator and A/C condensar,
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Under car

J Replace fuel filter and retainer.

Check rear axle oil level.

Check rear axle and auta trans for leaks.
Manual transmission. Check for leaks.

Inspect front and rear disc pads for wear and discs for surface
condition. Aotate whesels,

Parking brake - check linings and drums for wear,

Inspect tyres for iregular wear or damage, check for damaged
wheels. Check air pressures.

4 Check all brake and fuel lines and hoses for condition, attachment
and routeing.

- Inspect front and rear suspension and steering system for
damaged, loose or missing parts, signs of wear or lack of
lubrication. Inspect power steering lines and hoses for condition,

altachment and routeing leaks, etc. Check condition of all rubber
boots and covers.

- Inspect exhaust system and adjacent underbody. Look for
damaged, missing or out-of-position parts, open seams, holes or
lonse connections.

< Inspect CV joint for damaged or torn boot,
Jd Inspect AC drain tubes for blockage.
4 Inspect sunroof drain holes for blockage.

CoOoOD

Lo

Car interior
2 Check park brake aperation.

J Seat belt inspection. Check webbing condition, buckle operation
and retractor mechanism operation.

J Heset "Service Due” light.

Car exterior

- Check aperation of all exterior lights.

- Lubricate hood catch, door hinges and all lock cylinders.
- Check transmilter range of securty system,

Road test

- Check for braking, steering, enging response and transmission
operation. Check operation of cruise control. Check park lock
operation. Check A/C performance. Check neutral starl switch.



Additional services performed: ......occooeevieee
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i “ Brake fluid changed: YES/NO

Clutch fluid changed YES/NO

130,000km

Caoolant changed: YES/NG

- Ddometer i e

Date of SEMVICE ...

Service
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sedvione 12-39
130,000 km Service Coupon

| authorise performance of the services specified an this coupan. |
understand that | will be charged for the time, parts and |ubricants,
as listed:

* (.7 hours

+ gngine oil and engine oil filter

s if brake fluid changed add 0.4 hours plus brake fluid

» if clutch fluid changed add 0.2 hours plus brake fluid

» if engine coolant changed add 0.4 hours plus coclant
plus (for V& engines anly) coolant pellets

Refer to LPG supplement for additional servicing if LPG is fitted.
There will also be a charge for additional services as reguested:

BRI, . uasi ovsi oiniemin dom mmmsii s nginin B[ = S A

MOTE : If the owner/driver of this car has changed since the last
service please complete the change notice at the introduction of
this Handbook,

Under bonnet
4 Change engine oil and engine oil filter.

4 Check fluid levals: brake, clutch, power steering, auto trans,
washer. Check coolant inhibitor % with tester and check level
(pressure testif level is low).

4 Check battery electralyte and fluid level.

4 Engine accessory drive belts. Check length indicator and belt
candition.

4 Check for signs of deterioration and/or leaks from engine, fluid
resenvoirs, air ducts, all hoses and clamps,

7 Brake fluid. Change at 2 years (regardless of km)
Drain, refill and bleed brake system. Check brake performance
when road testing.

7 Clutch fluid, Change at 2 years (regardless of km)
Drain, refill and bleed clutch system. Check clutch performance
when road testing.

71 Engine Coolant,
W6 engines: Change at 2.5 years (regardless of km)
V8 engines: Change at 5 years
Drain and refill cooling system {with recommended coalant).
Clean oulside of the radiator and AC condensor.
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Under car
4 Check rear axle and auto trans for leaks.
4 Manual transmission. Check for leaks.

J Inspect front and rear disc pads for wear and discs for surface
condition. Rotate wheels.

- Inspect tyres for irregular wear or damage, check for damaged
wheels. Check air pressures,

4 Check all brake and fuel lines and hoses for condition, attachment
and routeing.

- Inspect front and rear suspension and steering system for
damaged, loose or missing parts, signs of wear or lack of
lubrication. Inspect power steering lines and hoses for condition,
attachment and routeing leaks, etc. Check condition of all rubber
boots and covers.

- Inspect exhaust system and adjacent underbody, Look for
damaged, missing or out-of-position parts, open seams, holes or
loose connections.

Inspect CV joint for damaged or torn boot.

Cheeck carbon canister for leaks or restrictions.
4 Inspect sunroof drain holes for blockage.

L

Car interior
4 Check park brake operation.
4 Reset "Service Due” light.

Car exterior
1 Check operation of all exterior lights.
4 Check transmitter range of security system,

Road test

- Check for braking, steering, engine respanse and transmission
operation. Check operation of cruise control. Check park lock
operation. Check A/C performance. Chaeck neutral start switch.



Additional services performed: ..o

Clutch fluid changed YES/NG

Brake fluid changed: YES/MO
Coolant changed: YES/NG

Senvicing DEalET .o
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140,000km |

serviong 12-41

140,000 km Service Coupon

I authorise performance of the services specified on this coupon. |
understand that | will be charged for the time, parts and lubricants,
as listed:

« 0.8 hours

= gngine il and engine oil filter

* if brake fluid changed add 0.4 hours plus brake fluid
# it clutch fluid changed add 0.2 hours plus brake fluid

s it engine coolant changed add 0.4 hours plus coolant
plus (for V& engines only) coolant pellets

Refer to LPG supplemant for additional servicing if LPG is fitted.
There will also be a charge for additional services as requested:
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NOTE : If the ownar/driver of this car has changed since the last
service please complete the change notice at the introduction of
this Handboaok,
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Under bonnet
2 Change engine oil and engine oil filter,

2 Check fluid levels: brake, clukch, power steering, aulo trans,
washer. Check coolant inhibitor % with tester and check level
{pressure test if level is low).

4 Check hattery electrolyte and fluid level.

4 Check for signs of deterioration andfor leaks from engine, fluid
reservoirs, air ducts, all heses and clamps.

7 Brake fluid. Change at 2 years (regardless of km)

Drain, refill and bleed brake system. Check brake performance
when road testing.

Clutch fluid, Change at 2 years (regardless of km)

Drain, refill and bleed clutch system. Check clutch performance
when road testing.

7 Enging Coolant,
V& engines: Change at 2.5 years (regardless of km)
VB engines: Change at 5 years
Drain and refil cocling system (with recommended coolant).
Clean outside of the radiator and A/C condensor.

Date of SEMVICE .o e
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Under car
3 Check rear axle and auto trans for leaks.
d Manual transmission. Check for leaks.

- Inspect front and rear disc pads for wear and discs for surface
condition. Rotate wheels.

- Inspect tyres for irregular wear or damags, check for damaged
wheels, Check air pressures.

4 Check all brake and fuel lines and hoses for condition, attachment
and routeing.

- Inspect front and rear suspension and steering system for
damaged, loose or missing parts, signs of wear or lack of
lubrication. Inspect power steering lines and hoses for condition,
attachment and routeing leaks, ete. Check condition of all rubber
boots and covers.

4 Inspect exhaust system and adjacent underbody. Look for
damaged, missing or out-of-position parts, open seams, holes or
loose connections.

1 Inspect CV joint for damaged or torn boot.
1 Inspect sunroot drain holes for blockage.

Car interior
4 Check park brake operation,

- Seat beltinspection. Check webbing condition, buekle aperation
and refractor mechanism operation.

4 Haset "Service Due" light.

Car exterior

1 Check operation of all exterior lights,

4 Lubricate hood catch, door hinges and all lock cylinders.
1 Check transmitter range of security system.

Road test

1 Check for braking, steering, engine response and transmission
operation. Check operation of cruise control, Check park lock
operation, Check A/C performance. Check neutral start switch.



Additional services performed: i
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Clutch fluid changed YES/NG

Brake fluid changed: YES/NO
Coolant changed: YESMNO

150,000km
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Serviong 12-43
150,000 km Service Coupon

| authorise performance of the services specified on this coupon. |
understand that | will be charged for the time, parts and lubricants,
as listed:

= 0.7 hours

« cngine cil and engine ol filter

s if brake fluid changed add 0.4 hours plus brake fluid

» if clutch fluid changed add 0.2 hours plus brake fluid
+ if engine coolant changed add 0.4 hours plus coclan
plus {for V& engines only) coolant pellets

Refer 1o LPG supplement for additional servicing if LPG is fitted.
There will also be a charge for additional services as requested:

NOTE : If the owner/driver of this car has changed since the last
service please complele the change notice at the introduction of

this Handbook.
Under bonnet

4 Change engine oil and engine oil filter.

4 Check fluid levels: brake, clulch, power steering, auto trans,
washer. Check coolant inhibitor % with tester and check level
(pressure testif level is low).

4 Check battery electrolyte and fluid level.

1 Engine accessory drive belts. Check length indicator and belt
condition.

1 Check for signs of deterioration andfor leaks from engine, fluid
reservoirs, air ducts, all hoses and clamps.

1 (Supercharger) Check supercharger oil level.

7 Brake fluid. Change at 2 years (regardless of km)
Drain, refill and bleed brake system. Check brake performance
when road testing.

T Cluteh fluid, Change at 2 years (regardiess of km)
Drain, refill and bleed clutch system. Check clutch performance
when road testing.

7 Engine Coalant,
& engines: Change at 2.5 years (regardless of km)

Va8 engines: Change at 5 years
Drain and refill cooling system {with recommended -coclant).
Clean outside of the radiator and AC candensor.
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Under car

- Check rear axle and aulo trans for leaks.
- Manual transmission. Check for leaks.

- Inspect front and rear disc pads for wear and discs for surface
condition. Rotate wheels.

- Inspect tyres for irregular wear or damage, check for damaged
wheels. Check air pressures.

4 Check allbrake and fuellines and hoses for condition, attachment
and routeing.

- Inspect front and rear suspension and steering system for
damaged, loose or missing parts, signs of wear or lack of
lubrication. Inspect power steering lines and hoses for condition,
attachment and routeing leaks, etc. Check eondition of all rubber
boots and covers,

4 Inspect exhaust system and adjacent underbody. Look for
damaged, missing ar out-of-position parts, open seams, holas or
loose connections.

4 Inspect CV joint for damaged or torn boot.
Clean and lubricate auto trans shift linkage.
- Inspect sunroof drain holes for blockage.

L

Car interior
4 Check park brake operation.
- Reset "Service Due" light

Car exterior
2 Check operation of all exterior lights.
4 Check transmitter range of security systam.

Road test

4 Check for braking, steering, engine response and transmission
operation, Check operation of cruise control. Check park lock
operation. Check A/C performance. Check neutral start switch.



Additional services performad: ...
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160,000km

Clutch fluid changed YES/MNO

Erake fluid changed: YES/MNO
Coolant changed: YES/NO

Lo a1 T (=

Date of SEMICE L.,
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seavicnG 12-45
160,000 km Service Coupon

| authorise performance of the services specified on this coupon. |
understand that | will be charged for the time, parts and lubricants,
as listed:

* 1.5 hours for V& engine; 1.6 hours for VB engine

« engine oil and engine oil filter

= air cleanar element

= fuel filter

= spark plugs

= if brake fluid changed add 0.4 hours plus brake fluid

« if elulch fluid changed add 0.2 hours plus brake fluid

« if engine coolant changed add 0.4 hours plus coolant

plus {for V& engines only) coolant pellets

Refer to LPG supplement for additional servicing if LPG is fitted,
There will also be a charge for additional services as requested:

SigNatUrg .o DEE .ot

MOTE : If the owner/driver of this car has changed since the last
senvice please complate the change notice at the introduction of
this Handboolk

Under bonnet
1 Change engine oil and engine oil filter.

1 Check fluid levels: brake, clutch, power steering, auto trans,
washer, Check coolant inhibitor 3% with tester and cheack level
{pressure test if level is low).

4 Check baftery electrolyte and fluid level,

Check for signs of deterioration and/or leaks from engine, fluid
reservoirs, air ducts, all hoses and clamps.

Replace engine air cleaner glement.
Replace spark plugs.

L

-
-]

T Brake fluid. Change at 2 years {regardless of km)
Drain, refill and bleed brake system. Check brake perormance
when road testing.
7 Clutch fluid. Change at 2 years (regardless of km)
Drain, refill and bleed clutch system. Check clutch performance
when road testing.
71 Enging Coolant.
V5 engines: Change at 2.5 years (regardless of km}
V8 engines: Change at 5 years
Drain and refill cooling system (with recommended coolant),
Clean outside of the radiator and A/C condensar,
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Under car

1 RAeplace fuel filter and retainer,

Check rear axle oil level.

Check rear axle and auto trans for leaks.
Manual transmission. Check for leaks.

Inspect front and rear disc pads for wear and dises for surface
condition. Aotate wheels.

Parking brake - check linings and drums for wear.

4 Inspaect tyres for irregular wear or damage, check for damaged
wheels. Check air pressures.

4 Check all brake and fuel lines and hoses for condition, attachment
and routeing.

4 Inspect front and rear suspension and steering systern for
damaged, loose or missing parts, signs of wear or lack of
lubrication. Inspect power steering lines and hoses for condition,
attachment and routeing leaks, etc, Check condition of all rubber
boots and covers.

1 Inspect exhaust system and adjacent underbody. Look for
damaged, missing or out-of-position parts, open seams, holes or
loose connections.

4 Inspect CV joint for damaged or torn boot,
4 Inspect A/C drain tubes for blockage.
- Inspect sunroof drain holes for blockage.

L OO0

L

Car interior
4 Check park brake operation.

4 Seal belt inspection. Check webbing condition, buckle aperation
and retractor mechanism aperation.

1 Reset “Service Dueg" light,

Car exterior

4 Check operation of all exterior lights.

4 Lubricate hood catch, door hinges and all lock cylinders.
4 Check transmitter range of security system.

Road test

1 Check for braking, steering, engine response and transmission
operation. Check operation of cruise control. Check park lock
cperation. Check A/C performance. Check neutral start switch,



Additional services performed: ...
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Clutch fluid changed YES/ND

Brake fluid changed: YES/MNO
Coolant changed: YESING

170,000km

Cdometer v,

Date of SEMICE i
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sevione 12-47
170,000 km Service Coupon

| authorise performance of the services specified on this coupon. |
understand that | will be charged for the time, pans and |lubricants,
as listed:

= 0.7 hours

=+ engine oil and engine ail filter

= if brake fluid changed add 0.4 hours plus brake fluid
= if clutch fluid changed add 0.2 hours plus brake fluid

= if engine coclant changed add 0.4 hours plus coolant
plus {for V& engines only) coolant pellets

Refer to LPG supplement for additional servicing if LPG is fitted.
There will also be a charge for additional services as requested:

SIGNALIUFE ..c.veermnrmrmsinnerensen ot s vasssassaraas i | = O

MOTE : If the awnar/driver of this car has changed since the |ast
service please complete the change notice at the introduction of
this Handbook,

Under bonnet
4 Change engine oil and engine cil filtar,

1 Check fluid levels: brake, clutch, power steering, auto trans,
washer, Check coolant inhibitor % with tester and check level
(prassure test if level is law).

1 Check baftery electrolyte and fluid level.

4 Engine accessary drive belts. Check length indicator and belt
condition.

2 Check for signs of deterioration and/or leaks from engine, fluid
reservoirs, air ducts, all hoses and clamps.

71 Brake fluid. Change at 2 years (regardless of km)
Drain, refill and bleed brake system. Check brake performance
when road testing.

7 Cluteh fluid. Change at 2 years (regardless of km)
Dirain, refill and blead clutch system. Check clutch performance
when road testing.

71 Engin oolant.
VG engines: Change at 2.5 years (regardless of km)
VB engines: Change al 5 years
Drain and refill cooling system (with recommended coolant).
Clean outside of the radiator and AC condensor.
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Under car

1 Check rear axle and auto trans for leaks.
1 Manual transmission. Check for leaks.

- Inspect front and rear disc pads for wear and discs for surface
condition. Rotate wheels.

- Inspect tyres for irregular wear or damage, check for damaged
wheaels, Check air pressures.

- Chaeckall brake and fuel lines and hoses for condition, attachment
and routeing,

- Inspect front and rear suspension and steering system for
damaged, loose or missing parts, signs of wear ar lack of
lubrication. Inspect power steering lines and hoses for condition,
attachment and routeing leaks, etc. Check condition of all rubber
boots and covers.

- Inspect exhaust system and adjacent underbody. Look for
damaged, missing or out-of-position parts, open seams, holes or
loose connections.

- Inspect CV joint for damaged or torn boot.

Check carbon canister for leaks or restrictions.
- Inspect sunroof drain holes for blockage.

L

Car interior
4 Check park brake operation.
1 Heset "Service Due" light.

Car exterior
4 Check operation of all exterior lights.
4 Check transmitter range of security system.

Road test

4 Check for braking, steering, engine response and transmission
operation. Check operation of cruise contral. Check park lock
operation. Check AC perfarmance. Check neutral start switch.



Additional services perfarmed: ......cveiereenens

Clutch fluid changed YES/NO
Cdometar. .....cvenreereicnn

Bigned i e s

Erake fluid changed: ¥YES/MNO
Date of SEMICE e

Coolant changed: YES/NG
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Chapte
SEFEE;T(ELEG 12“49
180,000 km Service Coupon

| authorise performance of the services specified on this coupon. |
understand that | will be charged for the time, parts and lubricants,
as listed:

= 0.8 hours

= engine oil and engine ail filter

= if brake fluid changed add 0.4 hours plus brake fluid
= if clutch fluid changed add 0.2 houwrs plus brake fluid

= if engine coolant changed add 0.4 hours plus coolant
plus {for V& engines only) coolant pellets

Refer to LPG supplement for additional servicing if LPG is fitted.
There will also be a charge for additional services as requested:

MOTE : If the owner/driver of this car has changed since the last
service please complete the change nolice at the introduction of
this Handboolk.

Under bonnet
2 Change engine oil and engine oil filter,

4 Check fluid levels: brake, clulch, power steering, aulo lrans,
washer, Check coolant inhibitor % with tester and check level
(pressure test if level is low).

1 Check baftery electrolyte and fluid level.

2 Check for signs of deterioration andfor leaks from engine, fluid
reservoirs, air ducts, all hoses and clamps.

71 Brake fluid. Change at 2 years [regardless of km)
Drain, refill and bleed brake system. Check brake perormance
when road testing.
7 Cluteh fluid. Change at 2 years (regardless of km)
Drain, refill and bleed clutch system. Check clutch performance
when road testing.
7 Enging Coolant.
V5 engines: Change at 2.5 years (regardless of km)
W8 engines: Change at 5 years
Drain and refill cooling system (with recommended coclant).
Clean outside of the radiator and A/C condensor.
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Under car
2 Check rear axle and auto trans for leaks,
4 Manual transmission. Check for leaks,

- Inspect front and rear disc pads for wear and discs for surface
condition. Aotate wheels.

- Inspect tyres for irregular wear or damage, check for damaged
wheels. Check air pressures.

- Check all brake and fuel lines and hoses for condition, attachment
and routeing.

- Inspect front and rear suspension and steering system for
damaged, loose or missing parts, signs of wear or lack of
lubrication. Inspect power steering lines and hoses for condition,
attachment and routeing leaks, etc, Chack condition of all rubber
boots and covers.

- Inspect exhaust system and adjacent underbody. Look for
damaged, missing or out-of-position parts, open seams, holes or
loose connections.,

4 Inspect CV joint for damaged or torn boot,
- Inspect sunroof drain holes for blockage.

Car interior
1 Check park brake operation,

- Seat beltinspection. Check webbing condition, buckle oparation
and retractor mechanism operation.

-1 Reset "Service Due" light.

Car exterior

1 Check operation of all exterior lights,

4 Lubricate hood eatch, door hinges and all lock cylinders,
4 Check transmitter range of security system.

Road test

- Check for braking, steering, engine response and transmission
operation. Check operation of cruise contral, Check park lock
operation. Check A/C performance. Check neutral start switch.



Additional services performed: i

Senicing DEAIEE ..o e
™ Brake fluid changed: YES/NO

Clutch fluid changed YES/MNO

Coolant changed:; YES/NO
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semvicng 12-51
190,000 km Service Coupon

| autharise performance of the services specified on this coupon. |
understand that | will be charged for the time, parts and lubricants,
as listed:

+ (.7 hours

= gngine oil and engine oil filter

» it brake fluid changed add 0.4 hours plus brake fluid

s if clutch fluid changed add 0.2 hours plus brake fluid

« if engine coolant changed add 0.4 hours plus coolant
plus (for W& engines only) coolant pellets

Refer to LPG supplement for additional servicing if LPG is fitted.
Thera will also be a charge for additional services as requested.

SIgNAtUNe ..o e e [ E:1 -

MOTE : If the ownerfdriver of this car has changad since the last
service plaase complete the change nolice at the introduction of
this Handbook.

Under bonnet
2 Change engine oil and engine oil filter.,

1 Check fluid levels: brake, clulch, power steering, auto trans,
washer. Check coolant inhibitor % with tester and check level
{pressure test if level is low),

4 Check battery electrolyte and fluid level.

1 Engine accessory drive belts. Check length indicator and belt
condition.

1 Check for signs of deterioration and/or leaks from engine, fluid
reservoirs, air ducts, all hoses and clamps.

7 Brake fluid. Change at 2 years (regardless of km)
Drain, refill and bleed brake system. Check brake performance
when road testing.
3 Glutch tluid. Change at 2 years (regardless of km)
Drain, refill and bleed clutch system. Check clutch performance
when road testing.
7 Enging Coolant.
V6 engines: Change at 2.5 years (regardless of km)
V& engines: Change at 5 years
Drain and refill cooling system (with recommended coolant).
Clean outside of the radiator and AC condensar,
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Under car
4 Check rear axle and auto trans for leaks.
< Manual transmission. Check for leaks.

- Inspect front and rear disc pads for wear and discs for surface
condition. Hotate wheels.

- Inspect tyres for irregular wear or damage, check for damaged
wheels. Check air pressures,

- Check all brake and fuel lines and hoses for condition, attachment
and routeing.

< Inspect front and rear suspension and steering system for
damaged, loose or missing paris, signs of wear or lack of
lubrication. Inspect power steering lines and hoses for condition,
altachment and routeing leaks, etc. Check condition of all rubber
boots and covers,

- Inspect exhaust system and adjacent underbody. Look for
damaged, missing or out-of-position pars, open seams, holes or
loose connections.

- Inspect CV joint for damaged or tom boot.
Clean and lubricate auto trans shift linkage.
- Inspect sunroof drain holes for blockage,

L

Car interior
- Check park brake operation,
- Resatl "Service Dug" light.

Car exterior
- Check operation of all exterior lights.
- Check transmitter range of security systam.

Road test

4 Check for braking, steering, engine response and transmission
operation. Check operation of cruise control, Check park lock
cparation. Check A'C performance. Check neutral start switch,



Additional services performed: ..

Clutch fluid changed YES/NO

SR D alers: s e R R

| 200,000km |
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200,000 km Service Coupon

| authorise performance of the services specified on this coupen. |
understand that | will be charged for the time, parts and lubricants,

as listed: i
= 1.5 hours for V& engine; 1.2 hours for V8 enging

= engine oil and enging oil filler

= air cleaner elemant

« spark plugs (if car fitted with VB engine)

= fuel filter

= if brake fluid changed add 0.4 hours plus brake fluid

= if clutch fluid changed add 0.2 hours plus brake fluid

+ if engine coolant changed add 0.4 hours plus coclant

plus {for W& engines only) coolant pellets

Refer 1o LPG supplement for additional servicing if LPG is fittad.
There will also be a charge for additional services as requested:

SIDNANIIE woviiisminnns s va s s ver e raveaseavess Date e

MNOTE : If the owner/driver of this car has changed since the last
service please complete the change notice at the infroduction of
this Handbook.

Cdometer e

Under bonnet

I Change engine oil and engine oil filter,

1 Check fluid levels: brake, clutch, power steering, aulo trans,
washer. Check coolant inhibitor % with tester and check level
ipressure test if level is low).

4 Check battery electrolyte and fluid level,

1 Check for signs of deterioraticn andfor leaks from engine, fluid
reservairs, air ducts, all hoses and clamps.

4 Aeplace engine air cleaner element.

4 {Supercharger) Check supaercharger oil lavel,

4 (V& engines) Replace spark plugs.

Brake fluid. Change at 2 years (regardless of kmj
Drain, refill and bleed brake system. Check brake performance
when road testing.
Clutch fluid. Change at 2 years (regardless of km)
Drain, refill and bleed clutch system. Check clutch performance
when road testing.
71 Engine Coolant.

V& engines: Change at 2.5 years (regardless of km)

W& engines: Change at 5 years
Drain and refill cooling system (with recommended coolant).
Clean outside of the radiator and A/C condensor.

I TR e i e VAR Y e R i i S 4 0
|

Brake fluid changed: YES/MNO
Date of SEMICE oo

Coolant changed: YES/NOD
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Under car

4 Replace fuel filter and retainer.

Check rear axle ol level.

Check rear axle and auto trans for leaks.
Manual transmission. Check for leaks.

Inspect front and rear disc pads for wear and discs for surface
condition. Rotate wheels.

Parking brake - check linings and drums for wear.

Inspect tyres for irregular wear or damage, check for damaged
wheels. Check air pressures.

- Checkall brake and fuel lines and hoses for condition, attachment
and routeing.

- Inspect front and rear suspension and steering system for
damaged, loose or missing parts, signs of wear or lack of
lubrication. Inspect power steering lines and hoses for condition,
altachment and routeing leaks, etc. Check condition of all rubber
boots and covers.

4 Inspect exhaust system and adjacent underbody. Look for
damaged, missing or out-of-position pars, open seams, holes ar
loose connections.

4 Inspect CV joint for damaged or torn boot.
- Inspect A/C drain tubes for blockage.
- Inspect sunroof drain holes for blockage,

OodLC

oo

Car inferior
4 Check park brake operation.

4 Seat beltinspection. Check webbing condition, buckle operation
and retractor mechanism operation.

1 Heset "Service Due" light.

Car exterior

- Check operation of all exterior lights.

4 Lubricate hood calch, door hinges and all lack cylinders.
4 Check transmitter range of security system,

Road test

4 Check for braking, steering, engine response and transmission
operation. Check operation of cruise control. Cheek park lock
aperation. Check AT performance. Check neutral start switch,



