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SERVICE INTERVALS

Service intervals
The first service is due at 1,500 km, then at 10,000 km, 20,000 km, 30,000 km atc.

Distance based service intervals
The Maintenance Plan for your car has been developed for the convenience of the
average driver, who drives appraximately 10,000 km in & months.

If you drive less than 10,000 km in 6 months some oils have to be changed more
frequently, The oils in the car deteriorate with age. Refer to page 12-4 for more
information about abnormal operating conditions,

Service reminder message

A service reminder message is built into the trip computer.

The reminder message first appears 1,000 km befare the service is actually due, giving
you time to arrange far the service to be carried out. The message shows on the Trip
computer for 10 seconds whenever the car's ignition is switched OM or OFF, until the trip

computer is reset. When the service is overdue the message flashes for 10 seconds
when the ignition is turned OM or OFF,

= SERV 1500 km shows when the car has travelled 500 km since it was built.

« SERV 10,000 km shows when the car has travelled 2,000 km since it was built.

« SERV 20000 km shows when the car has travelled 19,000 km since it was built.

« SERV 30000 km shows when the car has travelled 29,000 km since is was built etc.

The trip computer will be reset for you by your Holden Dealer when you take the car in
to be serviced. If, for some reason, you wish to reset the reminder message yourself,
follow the sequence below:

1. Turn the igniticn OFF.,

2. Hold down the trip computer & and W buttons togethar,

3. Turn the ignition OM while still holding down both buttons,

4, After approx. 3 seconds, release both buttons.

5. Press and release the MODE button; the service due screen appears on the
display.

6. Press and hold both & and W buttons for approx. 3 seconds until a beep is heard,

7. Release both buttons,

8. Turn igniticn OFF.

This message s calculated only by distance. Remember that if you are driving
infrequently special sarvicing may be required, refer page 12-4,

The free first service

The 1,500 km service is performed “free of charge" by the Selling Dealer. This service
may be carried out by ancther Holden Dealer provided you have a letter of Introduction
from the Selling Dealer. Your Dealer will supply the necessary "Letter of Intraduction”
on request.
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Service Coupons

Service coupans are provided at the end of this chapter. When each service is performed
the coupcon is removed so that the following service coupaon is readily visible to remind
yau when the next service is due.

After the service is completed, the owner should check that the service has been
validated, by the Dealer stamping and signing the coupon stub. This is important as it
not anly assists in the determination of Warranty Claims, but enhances the value of the
vehicle when selling.

Service coupons are provided up to 200,000 km. After that time the "Maintenance Flan"
on pages 12-7 o 12-10 should be followead, starting from the 20,000 km service,

Your Holden Dealer

When it comes fo service, remember that your Holden Dealer has the trained personnel
and specialised equipment to correctly service your car. Your Dealer invites you to retum
for all your service needs both during and afler the Warranty Period.

The safety, economy, emission control, performance and reliability of your car cannot
be assured unless regular maintenance is performed, preferably by factory-trained
technicians at Holden Dealers.

Warranty and service

All maintenance services listed in this Handbook and replacement of service items are
the respansibility of the owner and as such are NOT considered, under the provisions
of the New Vehicle Warranty, to be rectification of defective material and workmanship.
ltems such as wheel alignment, necessary adjustments to drive belts, transmission,
clutch, parking brake, etc. or any other items which may require servicing due o fairwear
and tear are carried out at the cwner's cosl.

Damage caused by failure to have proper maintenance services carried out by an
authorised Holden Dealer or authorised Service Outlet, or in accordance with Holden's
specifications, may void your New Vehicle Warranty. It is strongly recommended that
yOulrezlld the “Mew Vehicle Warranty™ in Chapter 9 so that you are aware of your Warranty
exclusions.
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ABNORMAL OPERATING CONDITIONS

If your car is driven under any of the abnarmal conditions listed below it is recommended
that same itemns be serviced mare frequently than shown in the Maintenance Flan.

The exira services are only reqguired while your car is driven under the abnormal
aperating condition. If you operate under any of these conditions on a one off basis, e.g.,
haliday trip, then an extra service should be for that time only. As a guide, if you oparate
continually for a period of ane month or 1,000 km under the abnormal condition, then this
could require additional services.

If you eansider that further servicing is required, due to the type of driving or before along
trip. please discuss the situation with the service manager of your Holden Dealer,

The abnormal conditions

A = When driving less than 10,000 km in & months.

B = Dust, dirt, lcose road material.

C = Muddy and wet areas.

D = Cold weather (below 5°C) and when maost trips are less than 5 km.

E = Stop-start driving, excessive idling or low speed operation as experienced in inner
city driving, e.g., taxi, door to door delivery.

F = Caravan or trailer towing.

G = Extended heavy load high speed operation in outside temperatures above 35°C.

H = When driving more than 250,000 km per 5 years.

Extra services required

'Change engine ail and filter @ & months A
Change aulo trans fluid and strainer @ 4 years A
Change autormatic transmission fluid and EF G
strainer @ 20,000 km
Inspect frent suspension and steering for leaks, wear B C
or damage @ 5,000 km
| Replace engine oil and filter & 5,000 km or 3 manths B
{whichever comes first)
Change engine oil @ 5,000 km or 3 months (whichever B D F G
comeas first)
Replace air cleaner element €@ 20,000 km B
Inspect and clean park brake linings @ 20,000 km B C
Change differential cil @ 20,000 km
Change brake fluid @ 1 year if 1,600 kg (or higher) F
tow bar fitted *
Change power steering fluid @ 50,000 km F G
Va8 engine only: change engine coolant H
Carbon canister; Inspect @ 20,000 km and B C
change @ 80.000km ___ o - |
Brake fluid deteriorates with time and should normally be replaced every two years.
Howevear, heavy duty towing requires fresher fluid due to the higher demand on the
brake system. Therefore, brake fluid should be replaced each year if 2 1,600 kg {or
higher) tow bar is fitted, so that the brake system can cope with the next year's towing
requirements.

.n
L]

*
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ABNORMAL OPERATING CONDITIONS cont.

The following record coupons are for servicing under abnormal conditions, refer
previous page for definition.

Date ....ccoinnn || (e Senicing Dealer ..o s e
HEBMIS PEITOITIEEE Lottt e e s se e i i b i bt e s e e ebese et et essmbea e et e et et easenans
Date e {0y DO Servicing Dealer s
It e e L e S R T B T e e s e
- = R —— | Sanvicing Dealer ... e s resemersvares sesm s ssans
LT P T g s
Date cveverearesrenes 12 TR Sarvicing DRAlEr ..o ievirs v rmies venr v e e
BEmS PEMOIMEL oo s e rmn s
Date i s 4| B Servicing Dealer ... .o iniisinene e
e TR TR s ot s S B S B R e it
Dabe s ks ServiCing DBalEr.. ... e ee e e e e e s s e
e P OIS . o s v s e v v o o e o S Vo e e v e e e e s e
Date ..eiiie B ) Fopo s SENISING: DEAIEr s R iy

L e T o =T P TR TP PP




12_ Chapler 12
SERVICING

ABNORMAL OPERATING CONDITIONS cont.

The following record coupons are for senvicing under abnormal conditions, refer page

12-4 for definition.
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MAINTENANCE SCHEDULE

)-:1.I:|EII:IItrr.'| 1.5 10 20 30 40 30 60 70 80 80 1II|I}1‘4I:I:_

Under bonnet

*Change engine oil and enging oil filkar, =X X X X X X X X X X X

Chack fluid levals: brake, clutch, powersteer, | X - X X X X X X X X X X
auta trans, washer, Check coolant % with
tester and chack level (pressure test if

lowe level).
Chack battery electralyle and fluid level, i X X X X X X % X X X X X
applicable.
Engine accessary drive belts. Chack - Bef o BLE o T - P o Do M

length indicator and bell candidion.

Check for signs of deteriaration and'or X - X X X X X X X ¥ X X
leaks from enging, fluid reservoirs, air
ducts, all hoses and clamps.

(W6 engines) Drain and refill cooling Change required every 2.5 vears
system with recommended inhibitor, (regardiess of kms)
Clean outside of the radiator and AC

condenser,

VB engines) Drain and refill cooling Change every 3 years

systam with recommendead inhititar,
Clean outside of the radiator and AC

condenser,

‘Replace engine air cleaner element. - g o« Bl M OBes o Bem X BalR - o
(Supercharger) Check supercharger ol level, | - - - - - X - - =« - X -
(V& engines) Aeplace spark plugs. | - Eedl - el X [=rd - EEEX EoiR - s
(V8 engines) Aeplace spark plugs. a - kN - BER- B8 E

‘Iterns marked with the asterisk require additional servicing under some driving
conditions, Please refer page 12-4.




Chapter 12
SERVICING

12-8

MAINTENANCE SCHEDULE cont.

Check for damaged wheels, Check air
pressures.

“Drain, refill and bleed brake system. Check
brake performance whan road 12sting,

Crrain, refil and bleed clutch system.

Check all brake and fuel lines and hoses for
condition, attachment and routing.

“Inspect front and rear suspension & steering
syslem for damaged, loose or missing pars,
signs of wear or lack of lubrication. Inspeac
power steering lines and hoses for condition,
attachment and routing, leaks, ele. Check
condition of all rubber baals and covers.,

Inspect exhaust & adjacent underbody. Look
for damagad, mizsing or oul -of-position parts,
open seams, hales or loose connections,

1,000 km 15 10 20 30 40 50 &0 70 B0 190 100 110
Under car
Replace fusl filker and retainer. = enl - e MR- o R
Chack rear axle ail level, - o B BN oy EBE o e
Check rear axle and aulo trans for laaks. K OE X XX XX X X X X X
*Change auto trans fluid and strainer. - = . Gy B = BRI
Manual frans. Check oil level. Qil level check not required,
Manual frans. Check for leaks, x XOEME R PME X ENE M B XoEX
"Change differantial oil. Change not required undar normal
driving conditions.

Inspect front and rear disc pads forwearand | - - X X X X X ¥ X ¥ X
discs for surface condition. Rotate wheels,

. "Park brake, check linings and drums for wear| - - - - X - - - ¥ . -
Inspact tyres for iregular wear or damage. XOEAE 0 G EMGE A SOGH W RGE M

Change every 2 years (regardiess of km)
undar normal driving conditions.

Change every 2 years (regardless of km)

Xomea X BN BE X X XM M B
NS X BN 0 Boe X B0 X Bl 3
Xoos X D X M o M M X X

*ltems marked with the asterisk require
conditions. Please refer page 12-4.

additional servicing under some driving
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% 1,000 km 15 10 20 30 40 50 &0 FO 80 80 100 110

Under car cont.

Inspect constant velocity joint for damagad or| - - X X X X X X X X X X

tom boot,

Clean and lubricate auto trans shift linkage. - - X - = X - - X

*Cheack carbon canister for leaks or resiictiong. X - e - X - -

Inspect air cond. drain tubes for blockage. - - X X - - -
Iispem sunroof drain holes or blockage. X X X X X X X X X X X

Car interior

Check park brake operations, L M BRCEN RO R Tl M

Seal balt inspection. Check webbing condition) - - X - X - X - X X

buckle operation and retractor mechanism

aperation,

Reset "Service dua" light. X X X X X X X X X X K X

Car exterior

Check operation of all exterior lights. XXX K X X XX X XXX

Lubricate bonnet catch, hingas and lock - X R T A B

cylinders.

Check fransmitter range of security systam. - KX K X XK X X X X X X XK

Road test

Check braking, steering, engine response and| X X X X X X X X ¥ X X X

fransmizsion operation. Chack operation of
cruise conlrol. Check park pawl operation.
Check AC performance. Check neutral start
switch.

*ltems marked with the astersk require
conditions. Please refer page 12-4.

additional servicing under some

driving I
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SERVICE CHARGES

1.500 km

free

10.000 km
Labour: 0.5 hours
Parts: engine oil filter
Lubricants: engine oil

20,000 km
Labour: 0.8 hours
Parts: engine oil filter
Lubricants: engine oil

30,000 km
Labour: 0.6 hours
Parts: engine oil filter
Lubricants: engine oil

40,000 km
Labour: 1.4 hours for V& enging;
1.1 hours for VB engine
Parts: engine ail filter; (VB) spark
plugs; air cleaner element; fuel filter
Lubricants: engine oil

50,000 km
Labour: 0.7 hours
Farts: engine oil filter
Lubricants: enging oil

60,000 km
Labour: 0.8 hours
Parts: engine ail filter
Lubricants: engine oil

70.000 km
Labour: 0.7 hours
Parts: engine oil filter
Lubricants: enging oil

80 km
Labour: 1.4 hours for V& engine;
1.5 hours for V8 engine
Parts: engine oil filter; spark plugs;
air cleaner element; fuel filter
Lubricants: engine oil

90,000 km
Labour: 0.7 hours
Parts: engine oil filter
Lubricants: engine oil

100,000 km
Labour: 0.8 hours
Parts: engine ail filter
Lubricants: engine oil

110,000 km
Labour: 0.7 hours
add 0.3 for auto
Parts: engine oil filter; auto strainer and
gasket
Lubricants: engine oll; auto trans fluid

120,000 km
Labour: 1.5 hours for V& engine;
1.2 hours for V8 engine
Parts: engine oil filter; (V8) spark plugs;
air cleaner element; fuel filter
Lubricants: engine oil

130,000 km
Labour: 0.7 hours
Parts: enging oil filler
Lubricants: engine oil

140,000 km
Labour: 0.8 hours
Parts: engine oil filter
Lubricants: engine oil
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SERVICE CHARGES cont.

150,000 km
Labour: 0.7 hours
Parts: engine ail filter
Lubricants: engine oil

160,000 km
Labour: 1.5 hours for V6 engine;
1.6 hours for V8 engine

Parts: engine oil filter; spark plugs;

air cleanar element; fuel filter
Lubricants: engine oil

170,000 km
Labour: 0.7 hours
Parts: engine oil filtar
Lubricants: engine oil

180,000 km
Labour: 0.8 hours
Parts: engine oil filer
Lubricants: engine ail

190.000 km
Labour: 0.7 hours
Parts: engine il filter
Lubricants: engine il

200.000 km
Labour: 1.5 hours for V& engine;
1.2 hours for V8 engine
Parts: engine oil filter; (VB) spark
plugs; air cleaner element; fuel filter
Lubricants: engine oil

In addition to the times, parts and lubricants listed above, the following operations will
be charged for, when required, on a calendar time basis:

Brake fluid must be changed every 2 years {add charge for brake fluid and 0.4
hours labour)

Cluteh fluid must be changed every 2 years (add charge for clutch fluid and 0.2
hours labour)

Engine coolant with V& engine: must be changed every 2% years (add charge 0.4
hours labour, engine coclant and pellets).

Engine coolant with Y8 engine: must be changed every 5 years (add charge 0.4
hours labour and engine coolant).

The owner is charged for all lubricants and materials usad plus labour at the times
recommended on the previous pages.

LPG maintenance labour times and parts, as shown in the LPG s:upplgment. are
additional to the charges shown in the maintenance schedule in this Owners
Handbook.

The repair or replacement of any part found faulty during a service check and not
covered by Holden Warranty is added to the charges.

Where any deficiencies are noted, such items should be reported fo the owner/
operator so that the extra work required can be authorised.

The use of break-in oil, tune up compounds, friction reducing compounds and other
supplemental additives are not recommended; their use not only increases operating
costs, but may indeed be harmful to your car.
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